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Pneumatic Strap Feeding Station 
for Plastic & Steel strap  

 
 
Strapping Station 

 Rigid steel construction for industrial applications 

 FROMM E101, Pneumatic strap feeding motor 

 HD 1000 Strap Arch, with stainless steel 

spring-loaded flaps  

 Adjustable support arm for floating suspension 

of a hand strapping tool, with a spring balancer (not included) 

 Easy to operate, one button  

 

Documentation (English) 

 CE declaration  

 User manual with spare parts list  

 Pneumatics documentation, incl. drawings 

 

Not included:  

 Strap dispenser (option) 

 Connections for external air supply and 

air line for Pneumatic strapping tool 

 Spring balancer 

 

 

 

 

 

 

 

 

 

 

 

Characteristics 

Article number 45.7094 
Type, identification Strap Feeding Station FSF2100 
Model Floor mount  
Strap dimensions  Steel- or Plastic strap: 9 – 32 mm (½” – 1 ¼”).    
Dimensions (standard) L1.245 mm x W310 mm x H2.125 mm (49” x 12.2” x 83.7”) 
Weight (standard) 260 kg (573 lb) 
Air supply max.  6,5 Bar (94 psi) 
Air consumption at 6 Bar 20Nl uncompressed air / sec. with air motor running + 0,5 Nl per cycle 
Strap feeding speed 2m/sec. at 6 Bar (6.56 ft/sec.)  
Finish Coated, FROMM blue RAL 5010 
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Supplier:  
Ingenjörsfirma Nybergs konstruktion AB 
Mr. Lars Nyberg 
Industrigatan 46 
544 31 Hjo 
Sweden 
 
Phone: +46 70 57 01 760 
Mail: Lars@inkab.nu 


